CPU

DualCore SingleCore

o Xeon3070DC
9 2.66GHz 1066FSB

lp Celeron D 352SC
3.2GHz 533FSB

Hard Disk Drive

HP SATA HP SAS
o 750GB7.2K SATADisk | |5 300GB 15K SAS Disk
432341-821 431944821

5 500GB7.2K SATADisk | [g 146GB 15K SAS Disk
395473-821 375872-B21

| 72GB 15K SAS Disk
375870-B21

o 250GB 7.2K SATA Disk
49239-B21

o 160GB7.2K SATADisk | [g  36GB 15K SAS Disk
49238-821 375868-B21

80GB 7.2K SATA Disk
349237-B21

Xeon Dual-Core 1.86GHZ to 2.66GHz
or
Pentium D Dual-Core 2.8GHz to 3.4GHz
or
Celeron D 3.2GHz

Removable Media Bays
accept Tape Drives,
Optional Optical drives

4x SATAISAS Hot-Plug
Disk Bays

-

Memory

PC2-5300
DDR2-677
W/ECC

2GB RAM 432806-821
1GB RAM 432804-821
512MB RAM 432803-821

Misc. Cards

Storage Controller
SCsl Card RAID Card
SC11Xe 64/133 Single U320 ‘ ‘SmartArray E200/128 BBWC
412911-B21 411508-B21

SmartArray E500/256 435129-B21

SC44Ge PCI.E Dual x4 SAS ‘
416006821

SmartArray P400/256 405132-B21
SmartArray P400/256 405132-B21
+ BBWC Upgrade 383280-B21
SmartArray P400/256 405132-B21
+ 512MB BBWC 405148-821
SmartArray P400/512 BBWC
411064-B21
8-Port Internal SAS RAID 347786~
B21

‘ 64/133 Single U320 374654-B21 ‘

Communication
PCle NC110T 100T 434905-B21

IHP NC150T 4-Port Gig 367132-B21]

HP NC310F PCI-X Gig 368169-B21/
HP NC360T PCI-E Dual Gig
412648-B21

HP NC364T PCI-E Quad Gig
435508-B21

HP NC373F PCI-E Gig Multi
304793-821

‘ ‘Agere2006 PCI Int. Soft Modem ‘
EKB94AA

HP NC373T PCI-E Gig Multi
394791-821

HP NC380T PCI-E Dual Gig Multi
304795-B21

Removable
Optical Drives

Tape Drives

CPU

Memory

Slot 1

Slot 2

Slot 3

Slot4

Intel 3000 Chipset

ATA 48x CD-ROM Drive

5V Media Bay

5v: Media Bay

SATA or SAS
Disk Slot

SATA or SAS
Disk Slot

SATA o SAS
Disk Slot

SATA or SAS
Disk Slot

~
3
g
g
3
El
Z
o

ProLiant ML310 g4

Memory expandable
10 8GB

ATIVideo ©

Integrated ATI ES1000
16MB Video Memory

Kbd/Mouse .,

= 6xUSB =

GigaBit LAN [0

Integrated NC320i
Gigabit NIC

iLo 2

Parallel —|

Serial ©
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PowerSupply O
PowerSupply (]

2 x 410W PFC Non-Hot Plug

Non-Redundant Power Supply
4 or
2 x 430W PFC Hot Plug
Redundant Power Supply

All Slots are Non-Hot Plug

Built with the latest Logical shapes from the Visio Café - Download the latest HP Intel Stencils to get the shapes used above to create your own

ProLiantML310G4ServerModels

Part Number  Description
SAS Models
418038-xx1 ML310T04 X2.13/1066 DC-2MB(1x2MB) Cache, 1GB, 8 Port SAS RAID, CD-ROM, 2x410W non-HP PS
418039-xx1 ML310T04 X2.13/1066 DC-2MB(1x2MB) Cache, 1GB, 8 Port SAS RAID, CD-ROM, 2x430W HP PS
SATA Models
418040-xx1 ML310T04 X2.13/1066 DC-2MB(1x2MB) Cache, 512MB, 4 Port SATA RAID, CD-ROM, 2x410W non-HP PS
418041-xx1 ML310T04 X2.13/1066 DC-2MB(1x2MB) Cache, 512MB, 4 Port SATA RAID, CD-ROM, 2x430W HP PS
418042-xx1 ML310T04 P3.4/800 DC-4MB(2x2MB) Cache, 512MB, 4 Port SATA RAID, CD-ROM, 2x410W non-HP PS
Country Code Key

-001  NA -011  Australia

-031 UK -041  Germany

-051  France -201  Brazil

-291  Japan -371 AP

-421  Euro -AA1  PRC

-AB1  Taiwan -AD1  Korea
8.75in.

5U

Rack Enabling Kit 238547-B22

Rack Enabling Kit 238547-B22

Visual Solution Documents - Feedback:

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice

and is provided "as is” without warranty of any kind._ Please consuit the

Product QuickSpecs Documents on
product information contained herein after the date shown below.
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for any updates to the invent

(A

-

description:

author:

date: page:

N

kVISUAL SOLUTION DOCUMENT

Visual Solution Document For ProLiant ML310 G4 Server

VSD Grafx Inc.

Aug 15, 2007 lofl




