SmartArray 532
225338-B21

SmartArray 5304
283551-821

___— 230534-B21 40GB 7.2K rpm ATA Disk
230534-B21

80GB 7.2k ATA Disk| __— 278424-B21 80GB 7.2K rpm ATA Disk
278424-821

___— 142674-B21 18GB U/W SCSI Disk
142674-B21

36GB 10k SCSI Disk| _—— 176497-B21 36GB U/W SCSI Disk

50GB AIT SCSI Tape ___— 157766-B21 50GB AIT SCSI Tape

___— 225338-B21 SmartArray 532/128
___— 283551-B21 SmartArray 5304/256

40GB 7.2k ATA Disk|  U/W
230534-B21 Tape

40GB 7.2k ATA Disk
230534-B21

40GB 7.2k ATA Disk
230534-B21
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157766-B21
100GB AIT SCSI Tape __— 249189-B21 100GB AIT SCSI Tape
249189-B21
(" ML310 Example Config N
Part Number Quantity Description

1 289918-422 1 ML310 2.8GHz 512KB Cache 256MB ATA 40GB 1Proc Tower

1.1 129803-B21 1 Dual Channel U/W SCSI Adapter

1.2 227251-022 1 Remote Insight Lights-out Edition 11

1.3 230534-B21 3 40 GB ATA/100 7200rpm Disk Drive

14 249189-B21 1 100GB AIT SCSI Tape Drive
\_15 287495-B21 1 256MB ECC PC2100 DDR DIMM Kit (1x256) )
(" ML310 Alternate Models )

Part Number Quantity Description

1 289917-421 1 ML310 2.8GHz 512KB Cache 256MB SCSI 36GB 1Proc Tower

2 306669-422 1 ML310 2.53GHz 512KB Cache 256MB ATA 40GB 1Proc Tower

3 263659-421 1 ML310 2.0GHz 512KB Cache 128MB SCSI 18GB 1Proc Tower

4 263629-422 1 ML310 2.2GHz 512KB Cache 128MB ATA 40GB 1Proc Tower

5 263658-422 1 ML310 2.0GHz 512KB Cache 128MB ATA 40GB 1Proc Tower

6 306667-421 1 ML310 2.53GHz 512KB Cache 256MB SCSI 36GB 1Proc Tower
L 7 263660-421 1 ML310 2.2GHz 512KB Cache 128MB SCSI 18GB 1Proc Tower )

-

Pentium4 ___— Pentium4 2.0GHz 512KB Cache
20GHz ML310 Example Config ML310 Empty
Pentium4 ___— Pentium4 2.2GHz 512KB Cache
2.2GHz
; ) F————————— " 100/10BaseT Segment - Management LAN ~ ————————] 1 Intel Pentium 4 processor Maximum of 4 banks of 1GB
I;e;;ém: ___— Pentium4 2.53GHz 512KB Cache of 2.26GHz each for a Maximum 4GB
Pentumd4 ___— Pentium4 2.8GHz 512KB Cache G —— ] CPU Memory ©
el CPU Memory 9 P4 CPU 3
287494-B21 128MB DIMM - <
e Pentium4 2 =
semeravM | _— 287495-B21 256MB DIMM 2.8GHz = 3
287495-B21 256MB RAM o
soverav | _— 287496-B21 512MB DIMM 287495521 I Serverworks Chipset 2
267496-821 287495-821 o
waoran | _— 287497-B21 1024MB DIMM ST 3 3-5.25" ow | Proliant ML310 [ AfiVides
b ) | external drive U/W SCSI Disk | Tape | 10/100 Lan
RILOE 1 227251001 ——— 227251-021 Lights Out Mgr RILOE Il 100GB AIT SCSI Tape| Proliant ML310 A}I Video bays for ATA Keybd/Mouse
- 249189-B21 1 10/100 Lan Fixed Disks, ATADISkOR | uw 2 x Serial
"SZJB;S??T ___— 244948-B21 NC7770 Gigabit Ethernet Keybd/Mouse UMW SCSI Tape Parallel
i z i 2 x Serial i 2 x USB
129803-B21 2Channel Ultra3 SCSI oLy Disks, or X
zclrg ;ngszs;s' _— 230534-B21 Tape Parallel SCSI Tapes ATA Disk OR uw 4
2xUSB U/W SCSI Disk | Tape

ATA Disk Slot
ATA Disk Slot
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2 ATA 3.5inch
Fixed Disks

Internal Dual Channel ATA

RAID Controller

Slots 1 thru 4 are NOT Hot Plug

CoMPAQL

ProLiant ML310

deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult
the Product QuickSpecs Documents on www.hp.com for any updates to
the product information contained herein after the date shown below.
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