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Pentium 4 CPU 3.0GHz to 3.2GHz 
Pentium D CPU 2.8GHz to 3.2GHz 
Pentium Celeron D CPU 2.53 GHz

Memory expandable to 
8GB

4 x U320 Non-Hot Plug SCSI or
4 x SATA Non-Hot Plug Disks or

4 x SATA Hot Plug Disks

Embedded Broacom 
5721 Gigabit NIC

Integrated ATI ES1000
16MB Video Memory

Removable Media Bays 
accept Tape Drives or 
optional Optical Drives

All Slots are Non-Hot Plug

350W Power Supply

ML110 G3 Models

Part Number Description
410066-xx1 ML110G3 PD 3.0GHz-2x2MB Cache, 512MB, 80GB NHP SATA, CD
410067-xx1 ML110G3 PD 3.0GHz-2x2MB Cache, 512MB, 36GB NHP SCSI, CD
383563-xx1 ML110G3  C 2.53GHz-256KB Cache, 512MB, 80GB NHP SATA, CD
383506-xx1 ML110G3 P4 3.2GHz-2MB Cache, 512MB, 36GB NHP SCSI, CD
390411-xx1 ML110G3 P4 3.2GHz-2MB Cache, 512MB, 80GB NHP SATA, CD
393564-xx1 ML110G3 P4 3.0GHz-2MB Cache, 512MB, 80GB NHP SATA, CD
383505-xx1 ML110G3 P4 3.0GHz-2MB Cache, 512MB, 36GB NHP SCSI, CD

Country Code Key
-001 NA
-011 Australia
-031 UK
-041 Germany
-051 France
-201 Brazil

ProLiant ML110 G3 Server

Tape Drives

Country Code Key
-291 Japan
-371 AP
-421 Europe
-AA1 PRC
-AB1 Taiwan
-AD1 Korea

Rack Enablement Kit
238547-B22

(Server occupies 5U)

Optical

CD-RW/DVD 
331346-B21

DVD+RW 16X 
383974-B21

48X CD-ROM 
398972-B21

DAT 24 USB DW069A

DAT 40 USB DW022A

DAT 72 USB DW026A

DAT 40 C5686B

DAT 72i Q1522B

Installation of SCSI internal tape drives 
requires SCSI controller kit 374654-B21

146GB 10K SCSI 
Disk 356990-B21

73GB 10K SCSI Disk 
332751-B21

36GB 15K SCSI Disk 
357012-B21

Hard Drives
Non-Hot Plug Drives

SATA Drives
Non-Hot Plug Drives

500GB 7.2K SATA 
Disk 404469-B21

250GB 7.2K SATA 
Disk 411276-B21

160GB 7.2K SATA 
Disk 411275-B21

80GB 7.2K SATA 
Disk 383410-B21

iLO 110g3 addon 
390225-B21

HP NC320T PCI-E Gig 
367047-B21

NC1020 Cu Gig PCI 
353377-B21

HP NC150T 4-Port Gig 
367132-B21

Misc. Cards

Networking

V.92 56K PCI Modem 
DC132B

V.92 56K PCI Modem 
DC131B

V.92 56K PCI Modem 
DC132C

HP PL100 SCSI RAID 
355671-B21

64/133 Single U320 
374654-B21

SCSI Cards

SATA 6-Port RAID Card 
372953-B21

Internal SCSI Cable Kits
4 Drops - 166389-B21
2 Drops - 273463-B21

Memory
PC4200 DDR

ECC SDRAM DIMM
2048MB PC2-4200 
RAM 393354-B21

1024MB PC2-4200 
RAM 390824-B21

512MB PC2-4200 
RAM 390825-B21

CPU
800MHz FSB
Processors

533MHz FSB
Celeron Processor

Pentium 4 
3.0GHz

Pentium 4 
3.2GHz

Pentium D 
3.0GHz

Pentium D 
2.8GHz

Celeron D 
2.53GHz

Pentium D 
3.2GHz


