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Up to 3 internal Low Profile
Hot-plug Disk Drive

CPU

DualCore
PAB900 800MHz AB534A
[ st o LofFem 3T
PA8900 1.0GHz AB535A
[ oo LofFEm T

DualCore
With one active core

PA8900 800MHz
e 0 ¥ e

‘Activation for second core
ABAT3A

PA8900 800MHz
e 0 ¥ e

‘Activation for second core
ABATAA

Redundancy

Up to 2 PA8I00
800MHz or 1GHz

Memory

PC2100
DDR-SDRAM

16GB (4x4GB)
RAM AB561A
8GB (4x2GB) RAM
A9775A
4GB (4x1GB) RAM
A9774A

2GB (4x512MB)

Hard Disk Drive
U320 Scsl

Disk AD263A
Disk AD206A
AD187A

RAM A9773A
1GB (4x256MB) -
Bt 36GB 15k SCSI Disk
512MB (2x256MB) AD186A
RAM A9772A -
Removable .
Misc. Card
DVD-ROM Drive
A9919A
PCI 8 Port AD278A
DVD-ROM Drive
A99198 PCI 64 Port AD279A
CDRW/DVD Drive
PCI 16-Port RS$232 RJ45
A9920A Port AD280A
DVD+RW Drive AB348A POI1GPorl RS232 DB25
PCI HyperFabric 2 Fibre
DVD+RW Drive AB348B AB3B6A

Memory expandable

PCI 64-Port Multiplexer
ABT49A

PCI 8-Port Multiplexer
ABT48A

PIC AMD Radeon 7000
Graphics Card AH391A

Optional Optical Drive

Dual Core CPU to 32GB (8x4GB)
CPU Memory
\ CPUO |
] 9
<
w)
Chipset HP
rp3440
— 2cs =]
u320 Disk Slot 2 3 2 1 42XSCSIi
2xSerial =
U320 Disk Slot axUsB_—|
SEIFIE e £
u320 Disk Slot N Mng LAN (]
w|w||lw|lw G
QR @ LW|w| PSO
o\ || || o PS1 Management
BIBIRR . Card

4 PCI-X/PClI slot

Built with the latest Logical shapes from the Visio Café - Download the latest HP Intel Stencils to get the shapes used above to create your own

Up to 2 Redundant
Hotswap Power Supplies

Mass Storage
HBA

PCI 1Port 2Gbps FC A6795A
PCI 1Channel U160SCSI
AB828A
PCI 2Channel U160SCSI
AB829A
PCI-X 2Channel U320SCS|

PCI-X 2Channel SA6402
U320 RAID A9890A

PCI-X 4Channel SA6404
U320 RAID A9891A
PCI 2Port 2Gbps FC A6826A
PCI-X 1Port 4Gbps FC
AB378B

PCI-X 2Port 4Gbps FC
AB379B

Multi-Function
Card

PCI 2Port 100T/2Port Ultra2
SCSI A5838A

PCI-X 2Gb FC/1000TX
A9782A

PCI-X 2Gb FC/1000SX
A9784A

PCI-X 2Port 2Gb FC/2Port
2Gb NIC AB465A
PCI-X 2Port 1000BT/2Port
U320 AB290A
PCI-X 1Port 4Gb FC/1Port
1000Base-T AD193A
PCI-X 2Port 4Gb FC/2Port
1000Base-T AD194A

Communication

WAN Adapter

PCI ATM 155Mbps MMF
A5513A
2Port PSI X.25/Frame Relay/

SNAplus2 J3525A
4Port PSI X.25/Frame Relay
J3526A

LAN Adapters
PCI 1Port 1000TX A6825A
PCI-X 1Port 1000TX
AD331A
PCI 1Port 1000SX A6847A
PCI-X 1Port 1000SX
AD332A
PCI 1Port 100TX A5230A
PCI-X 2Port 1000TX A7012A
PCI-X 2Port 1000SX A7011A
PCl 4Port 100TX A55068
PCI FDDI 100Mbps A3739B

PCI Token Ring 4/16/100
A5783A

PCI-X 4Port 1000TX AB545A

PCI-X 2Port 4X Fabric (HA &
DB) AB345A

HP 9000 rp3440 Server Models

Part Number  Description

A7137A rp3440 2-Processor 4-Core Capable Base System
A9952A rp3440 PA8900 800MHz w/ 1 Core 64M L2 Cache
A9953A rp3440 PA8900 1.0GHz w/ 1 Core 64M L2 Cache

(O]

€61 X-10d
€81 X-10d
€81 X-10d

PCIX 133

PCIX 133

PCIX 133

€81 X-10d

Visual Solution D

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice

and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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