CPU

Itanium 1.3GHz/3MB
Cache AB481A

Itanium 1.6GHz/3MB
Cache AB482A
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Memory

Chip Spare ECC
PC2100 DDR-SDRAM

4GB (2x2GB)
RAM AB224A
2GB (2x1GB)
RAM AB223A
1GB (2x512MB)
RAM AB222A
512MB (2x256MB)
RAM AB221A

36GB 15k SCSI Disk
AB420A

73GB 15k SCSI Disk
AB421A

146GB 10k SCsSI
Disk AB422A

300GB 10k SCSI
Disk AB423A
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2 x U320 Low Profile
Hot Plug Disk Bays
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Mass
Storage HBA

2Channel U320SCsI
A7173A

8-Port SA-P600 SAS RAID
337972-B21

2Channel U160SCSI
AB829A

2Channel SA6402 U320
RAID A9890A

1Port 2Gbps FC AB467A

2Port 2Gbps FC AB466A

Optical

DVD-Rom Drive
AB299B

DVD+RW Drive AB350B

il

Upto 2 1.3 GHz or 1.6 GHz
Low voltage Intel Itanium 2 CPUs

LAN Adapters

2Port 1000SX A9899A
2Port 1000TX A9900A
1Port 1000TX A7061A

1Port 1000SX A7073A
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Memory min - 512 MB
Memory max - 16 GB
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Chipset HP ZX1 -
rx1620-2
—_
u320 Disk Slot 2 1 =—U320
0 0 Serial  —|
u320 Disk Slot 2x USB
S8 Gigabit LAN AD
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2L - Management
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Misc. Cards

ECI Lan
Video =
ECI Serial =

rx1620-2 - Windows

rx1620 Models

Part Number  Description
AB430A HP Integrity rx1620 server 1.3GHz base system.
AB431A HP Integrity rx1620 server 1.6GHz base system.

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided "as is” without warranty of any kind._ Please consuit the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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