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CPU
—

Itanium 1.6GHz/6MB
Cache AB334A
Itanium 1.6GHz/3MB
Cache AB335A
Itanium 1.3GHz/3MB
Cache AB336A
Memory

Chip Spare ECC
PC2100 DDR-SDRAM

1GB (4x256MB)
RAM AB395A

2GB (4X512ViB)

RAM AB396A

4GB (4XIGB)
8GB (4x2GB)
RAM AB228A

Hard Drives
—

36GB 15k SCSI Disk
AB420A

73GB 15k SCSI Disk
AB421A

146GB 10k SCSI
Disk AB422A

300GB 10k SCSI
Disk AB423A

3 x U320 Low Profile
Hot-Plug Disk Bays
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Mass
Storage HBA

1Port 2Gbps FC A6795A

1Channel U160SCSI
A6828A

2Channel U160SCsI
A6829A

2Channel U320SCslI
A7173A

2Channel SA6402 U320
RAID A9890A

4Channel SA6404 U320
RAID A9891A

2Port 2Gbps FC A6826A

Optical
DVD-Rom Drive
A9919B

DVD+RW Drive AB348B|

Redundancy
K_H

12600 Redundant

Up to 2 Itanium2
CPUs

1.3GHz/3.0MB
1.6GHz/3.0MB
1.6GHz/6.0GB

Multi-Function
LAN Adapters Card

1Port 1000TX A6825A B ard 2bort
1Port 1000SX AGB47A 26b FC and 1000TX
1Port 100TX A5230A 26D FC and 2000X
2Port 1000TX A7012A 2Port 200 FC and aport
2Port U320 SCSI and 2Port

2Port 1000SX A7011A 1000TX AB290A

fiidl

rx2620-2 - HPUX

4Port 100TX A5506B

WAN Adapters

Token Ring 4/16/100

/_/H
2Port PSI X.25/Frame Relay/|
A5783A SNAplus2 J3525A
AB331A
AB332A
FDDI 100Mbps A3739B /ATM 155Mbps MMF A5513A
” P AB333A

2Port 4X Infiniband HCA

Part Number

rx2620 Models

Description

HP Integrity rx2620 server 1.6GHz/6MB base system.
HP Integrity rx2620 server 1.6GHz/3MB base system.
HP Integrity rx2620 server 1.3GHz/3MB base system.

Misc. Cards

HPC) AB286A

PCI-X 1-port 10-GbE Fiber

‘Adapter AB287A 64Port serial Mux A6749A

4Port 1000TX AB545A 8Port serial Mux A6748A

2Port 4X Fabric (HA & DB)

AB345A Hyperfabric Il A6386A

HP-UX/OpenVMS 2D/3D
Graphics AB551A
ECI Lan
Video
ECI Serial
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Memory min - 1 GB
Memory max - 24 GB

Memory 3.40in.
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Chipset HP ZX1

u320 Disk Slot

rx2620
=— 2xSCSI ;
4 3 2 1 p—
ul o o o 2xSerial —

T|| U TO||T —
Gigabit LAN AC]

0)1Q(9|Q Gigabit LAN B
Rl R~
WHW||W|Ww ECI
WW||W|W PSO
| == =
Q||| D Management
IR PS1

= Card

PCI-X 133

PCI-X 133

PCI-X 133

PCI-X 133

This Visual Solution Document is deemed to be
valid and accurate as of the date shown below.

The information contained herein is subject to change without notice
and is provided “as is” without warranty of any kind. Please consult the
Product QuickSpecs Documents on www.hp.com for any updates to the
product information contained herein after the date shown below.
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