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Opt. TPM Chip

1 Front & 2 Rear

MP LAN

COM

3 x USB

MP COM

Opt. VGA

SlimLine
Media Bay

Processors Memory

HP ZX2

Processor 1

Processor 0 8 or 24 DIMM 
Memory Extender

Small Form Factor 
Disk Slot

Small Form Factor 
Disk Slot

Small Form Factor 
Disk Slot
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Disk Slot
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Disk Slot
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Disk Slot
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Disk Slot
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Disk Slot
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I-X 133/64
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PC
I-X 266/64
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I-X 266/64

PC
I-X 66/64

PC
I-X 66/64

PC
I-X 66/64

PC
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9 and 10 are short slots

Opt. PowerSupply

AD052A
PowerSupply

PC
I-X

8PortSAS
H

BA
A

B036B
#006

C
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D

ual G
B LAN

Itanium Dual Core CPUs
1.4GHz to 1.66GHz

Memory expandable
to 32GB (8x4GB) w/AD124A

or 192GB (24x8GB) w/AD125A

8 x Hot Plug SFF SAS
Hard Disk Drives

1200W Power Supply

Quad 1Quad 0 8-DIMM Memory 
Carrier AD124A

24-D
IM

M
 M

em
ory 

C
arrier A

D
125A

Quad 0 Quad 1

Quad 2 Quad 3

Quad 4 Quad 5

PCI-X Backplane AD295A #100
Slot #1 & #2 are reserved for Core I/O

Slot #3 & #4 each w/ 2.1GB/s I/O channel
Slot #5 & #6 each w/ 1.1GB/s I/O channel
Slot #7 & #8 share a 0.5GB/s I/O channel

Slot #9 & #10 share a 0.5GB/s I/O channel

Removable
DVD+RW 

A143A

DVD-ROM 
AD142A

HP SAS

Hard Disk Drive

146GB 10K SAS 
Disk AD333A

72GB 15K SAS Disk 
AD379A

72GB 10K SAS Disk 
AD141A

36GB 15K SAS Disk 
AD378A

36GB 10K SAS Disk 
AD140A

Memory
PC2-4200 FBD 

DDR2-533 w/ECC
32GB (4x8GB) SR 

RAM AH405A
16GB (4x4GB) SR 

RAM AB566A
8GB (4x2GB) SR 

RAM AB565A
4GB (4x1GB) SR 

RAM AB564A
2GB (2x1GB) SR 

RAM AH350A

CPU
DualCore

Itanium Core Itanium Core

1.6GHz DualCore Proc AB577A 
18MB

Itanium Core Itanium Core

1.42GHz DualCore Proc AD390A 
12MB

Itanium Core Itanium Core

1.4GHz DualCore Proc AB576A 
12MB

Itanium Core Itanium Core

1.66GHz DualCore Proc AD391A 
18MB

2Gb FC and 1000SX  
A9782A

2Gb FC and 1000TX  
A9784A

PCI-X 1Port 4Gbps FC + 
1Port 1000T AD193A

PCI-X 2Port 4Gbps FC + 
2Port 1000T AD194A

2Port 2Gb FC and 2Port 
1000TX AB465A

Multi-Function 
Card

2Port U320 SCSI and 2Port 
1000TX AB290A

AD052A
PowerSupply

Redundancy

PCI-X HP 2D Graphics Card 
AD391A

Misc. Card
PCI ATI Radeon Graphics 

Card AB551A

Communication

LAN Adapters

PCI-X 1Port 1000T AD331A

PCI-X 1Port 1000SX 
AD332A

PCI-X 1Port 10GbE AB287A

PCI-X 2Port 1000T A7012A

PCI-X 2Port 1000SX A7011A

PCI-X 4Port 1000T AB545A

Integrityrx3600 OpenVMS Server Models
w/ PCI-X Backplane

Part Number Description

AB463A #160 rx3600 I1.60/DC 18M Cache, 1P
AB463A #260 rx3600 I1.66/DC 18M Cache, 1P
AB596A #160 rx3600 I1.60/DC 18M Cache, 2P
AB596A #260 rx3600 I1.66/DC 18M Cache, 2P

Integrity
Opt.

TPM AB404A
HP-UX/OVMS ONLY

VGA
AD044A

Mass Storage 
HBA

PCI-X 2Channel U320SCSI 
A7173A

PCI-X 2Channel SA6402 
U320 RAID A9890A

PCI-X 4Channel SA6404 
U320 RAID A9891A

PCI-X 1Port 4Gbps FC 
AB378B

PCI-X 2Port 4Gbps FC 
AB379B

PCI-X 8Port SAS HBA 
AB036B #006

PCI-X 8Port SAS HBA 
AB036B #106
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Media Bay

Processors Memory

HP ZX2

Processor 1

Processor 0 8 or 24 DIMM 
Memory Extender

Small Form Factor 
Disk Slot
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Itanium Dual Core CPUs
1.4GHz to 1.66GHz

Memory expandable
to 32GB (8x4GB) w/AD124A

or 192GB (24x8GB) w/AD125A

8 x Hot Plug SFF SAS
Hard Disk Drives

1200W Power Supply

Quad 1Quad 0 8-DIMM Memory 
Carrier AD124A

24-D
IM

M
 M

em
ory 

C
arrier A

D
125A

Quad 0 Quad 1

Quad 2 Quad 3

Quad 4 Quad 5

PCI-E Backplane AD295A #200
Slot #1 & #2 are reserved for Core I/O

Slot #3 & #4 share a PCIe x8 1.3GB/s I/O channel
Slot #5 & #6 each w/ 2.6GB/s I/O channel

Slot #7 w/ 1.1GB/s I/O channel
Slot #8 w/ 0.5GB/s I/O channel

Slot #9 & #10 share a 0.5GB/s I/O channel

Removable
DVD+RW 

A143A

DVD-ROM 
AD142A

HP SAS

Hard Disk Drive

146GB 10K SAS 
Disk AD333A

72GB 15K SAS Disk 
AD379A

72GB 10K SAS Disk 
AD141A

36GB 15K SAS Disk 
AD378A

36GB 10K SAS Disk 
AD140A

Memory
PC2-4200 FBD 

DDR2-533 w/ECC
32GB (4x8GB) SR 

RAM AH405A
16GB (4x4GB) SR 

RAM AB566A
8GB (4x2GB) SR 

RAM AB565A
4GB (4x1GB) SR 

RAM AB564A
2GB (2x1GB) SR 

RAM AH350A

CPU
DualCore

Itanium Core Itanium Core

1.6GHz DualCore Proc AB577A 
18MB

Itanium Core Itanium Core

1.42GHz DualCore Proc AD390A 
12MB

Itanium Core Itanium Core

1.4GHz DualCore Proc AB576A 
12MB

Itanium Core Itanium Core

1.66GHz DualCore Proc AD391A 
18MB

2Gb FC and 1000SX  
A9782A

2Gb FC and 1000TX  
A9784A

PCI-X 1Port 4Gbps FC + 
1Port 1000T AD193A

PCI-X 2Port 4Gbps FC + 
2Port 1000T AD194A

2Port 2Gb FC and 2Port 
1000TX AB465A

Multi-Function 
Card

2Port U320 SCSI and 2Port 
1000TX AB290A

Communication

LAN Adapters

PCI-X 1Port 1000T AD331A

PCI-X 1Port 1000SX 
AD332A

PCI-X 1Port 10GbE AB287A

PCI-X 2Port 1000T A7012A

PCI-X 2Port 1000SX A7011A

PCI-X 4Port 1000T AB545A

PCIe 4Port NC364T Gb 
AD339A

PCI-X HP 2D Graphics Card 
AD391A

Misc. Card
PCI ATI Radeon Graphics 

Card AB551A

AD052A
PowerSupply

Redundancy

Integrityrx3600 OpenVMS Server Models
w/ PCI-E Backplane

Part Number Description

AB463A #160 rx3600 I1.60/DC 18M Cache, 1P
AB463A #260 rx3600 I1.66/DC 18M Cache, 1P
AB596A #160 rx3600 I1.60/DC 18M Cache, 2P
AB596A #260 rx3600 I1.66/DC 18M Cache, 2P

Integrity
Opt.

TPM AB404A
HP-UX/OVMS ONLY

VGA
AD044A

Mass Storage 
HBA

PCI-X 2Channel U320SCSI 
A7173A

PCI-X 2Channel SA6402 
U320 RAID A9890A

PCI-X 4Channel SA6404 
U320 RAID A9891A

PCI-X 1Port 4Gbps FC 
AB378B

PCI-X 2Port 4Gbps FC 
AB379B

PCIe Smart Array P800 
AD335A

PCIe 2Port 4Gbps Qlogic FC 
AD300A

PCI-X 8Port SAS HBA 
AB036B #006

PCI-X 8Port SAS HBA 
AB036B #106

PCIe SmartArray P400 
SAS AB063B #130

PCIe SmartArray P400 
SAS AB063B #530

PCIe SmartArray P400 
SAS AB063B #540


