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PCI-X Backplane AD295A #100
Slot #1 & #2 are reserved for Core I/O

Slot #3 & #4 each w/ 2.1GB/s I/O channel
Slot #5 & #6 each w/ 1.1GB/s I/O channel
Slot #7 & #8 share a 0.5GB/s I/O channel

Slot #9 & #10 share a 0.5GB/s I/O channel

Up to 4 Itanium
Dual Core CPUs

1.4GHz to 1.6GHz

Memory expandable
to 96GB (24x4GB) w/AD126A

or 384GB (48x8GB) w/AD127A

16 x Hot Plug SFF SAS
Hard Disk Drives

1600W Power Supply
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24MB
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Integrityrx6600 Linux Server Models
w/ PCI-X Backplane

Part Number Description

AB464A #240 rx6600 I1.40/DC 12M Cache, 1P
AB464A #260 rx6600 I1.60/DC 18M Cache, 1P
AB464A #280 rx6600 I1.60/DC 24M Cache, 1P
AD132A #240 rx6600 I1.40/DC 12M Cache, 2P
AD132A #260 rx6600 I1.60/DC 18M Cache, 2P
AD132A #280 rx6600 I1.60/DC 24M Cache, 2P
AD133A #240 rx6600 I1.40/DC 12M Cache, 3P
AD133A #260 rx6600 I1.60/DC 18M Cache, 3P
AD133A #280 rx6600 I1.60/DC 24M Cache, 3P
AD134A #240 rx6600 I1.40/DC 12M Cache, 4P
AD134A #260 rx6600 I1.60/DC 18M Cache, 4P
AD134A #280 rx6600 I1.60/DC 24M Cache, 4P
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LAN Adapters

PCI-X 2Port 1000TX A9900A

PCI-X 1Port 10GbE SR 
AD144A

Integrity
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Mass Storage 
HBA

PCI-X 2Channel U320SCSI 
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PCI-X SmartArray P600 
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PCI-X 1Port 4Gbps FC 
AB429A

PCI-X SmartArray P600 
SAS AB036B #100

PCI-X SmartArray P600 
SAS AB036B #500

PCI-X SmartArray P600 
SAS AB036B #510
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to 96GB (24x4GB) w/AD126A
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